SUB-D FILTER CONNECTORS

GENERAL SPECIFICATIONS

SUB D connectors with built-in capacitors, which provide excellent attenuation of
EMI and RFI.

The connectors are available with 9,15,25 or 37 ways, plug or socket, in
solderbucket, Straight - PC or 90 degree versions.

Contacts.........ccooviveiiieciecie Gold plated turned copper alloy.
Shell......oooi e, Tin plated steel (plugs have contact
dimples).

Minimum number of insertions.... 500.

Contact resistance ...................... max. 10 mQ.

Currentrating ..........cc.cocooeveeennnnn. 5A.

Working voltage ..............ccc......... 100V.

Capacitance ................cccocveevenne. 1 nF (other values available on request).
Tolerance of capacitance ............ -20/+80%

Temperaturerange ..................... -55 °C to 85 °C.

Part numbers for these connectors are listed 2 pages on.
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WAYS A B C D K
+04| 03| +02| £03| 0.3
8.0 Plug | 30.8 | 17.7 1250 | 91 | 6.0
Socket 16.3 78 | 62
150 | Plug | 3912601333 91 | 6.0
Socket 246 7.8 6.2 |
250 | Plug | 53.0 402|470 | 96 | 5.9
Socket 38.3 7.8 6.2
370 | Plug [ 693 |567[1635] 96 | 59
Socket 548 7.8 6.2
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SUB-D FILTER CONNECTORS

PART NUMBERS

To order these connectors, just specify the part number from the left hand column.
For example, if you want a 15-way straight-PC socket, order part number

B-2FC1551.

Old Part Part No of ways and Mounting Type
Number Number capacitance style

16 SD 12 B-2FCO9P 9x1nF -20+80% Solder Bucket plug
16 5D 13 B-2FC09S 9x1nF -20+80% Solder Bucket | socket
16 SD 14 B-2FC15P 15x1nF -20+80% Solder Bucket plug
16 5D 15 B-2FC15S 15x1nF -20+80% Solder Bucket socket
16 SD 16 B-2FC25P 25x1nF -20+80% Solder Bucket plug
16 SD 17 B-2FC253 25x1nF -20+80% Solder Bucket socket
i6 3D 18 B-2FC37P 37x1nF -20+80% Solder Bucket plug
16 SB 19 B-2FC37S 37xinF -20+80% Solder Bucket socket
16 SD 28 B-2FC0O9P1 9Ix 1nF -20+80% Straight - PCB pfug
16 3D 29 B-2FC0951 Ix1nF -20+80% Straight - PCB | socket
16 SD 30 B-2FC15P1 15x1nF -20+80% | Straight - PCB plug
16 SD 31 B-2FC1551 15x1nF -20+80% | Straight - PCB | socket
16 8D 32 B-2FC25P1 25x1nF -20+80% Straight - PCB plug
16 SD 33 B-2FC2551 25x1nF -20+80% Straight - PCB | socket
16 SD 34 B-2FC37P1 37x1inF -20+80% Straight - PCB plug
16 SB35 B-2FC3751 37xinF -20+80% Straight - PCB socket
16 SD 36 B-2FCO0SP5 9x1nF -20+80% 90 degree PCB pfug
16 3D 37 B-2FC09S5 9x1nF -20+80% 90 degree PCB | socket
16 SD 38 B-2FC15P5 | 15x1nF -20+80% | 90 degree PCB plug
16 SD 39 B-2FC1585 | 15x1nF -20+80% | 90 degree PCB | socket
16 SD 40 B-2FC25P5 | 25x1nF -20+80% | 90 degree PCB plug
16 SD 41 B-2FC25585 | 25x1nF -20+80% | 90 degree PCB | socket
16 SD 42 B-2ZFC37P5S | 37x1nF -20+80% | 90 degree PCB plug
16 5D 43 B-2FC3733 | 37x1nF -20+80% | 90 degree PCB | socket
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